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Suppliers of Ozone generators, UV systems, Advanced oxidation processes, Nitrogen generators 
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PSA Oxygen Generators  2009 - 2010     

The units are available in 22 standard models with capacity      

in the range from 0,6 to 300 Nm³/hour.     

Flow Nm³/hour  *1    Design Design Design 

Purity %  *3    Compressor Size Size 

Model 90% 92% 93% 94% 95% 

Air 

consumption 

FAD m³/min  

*2 

 

 model 
Air 
buffer 

O2 
buffer 

OX 010 N/A N/A 0.59 0.57 0.55 0.14      

OX 020  N/A N/A 1.38 1.33 1.27 0.31      

OX 040  N/A N/A 2.06 1.99 1.91 0.42      

OX 060  N/A N/A 2.85 2.75 2.64 0.58      

OX 070 ECO 4.95 4.78 4.65 4.48 4.30 0.89   GA5 
        
150  

        
150  

OX 100 ECO 6.71 6.47 6.30 6.07 5.83 1.21   GA7 
        
150  

        
150  

OX 170 ECO 11.51 11.11 10.81 10.42 10.01 2.15   GA11+ 
        
320  

        
320  

OX 230 ECO v1 15.17 14.65 14.25 13.74 13.20 2.81   GA15+ 
        
320  

        
320  

OX 230 ECO v2 18.84 18.18 17.69 17.05 16.38 3.49   GA18+ 
        
470  

        
470  

OX 330 ECO v1 22.50 21.72 21.13 20.37 19.57 4.09   GA22+ 
        
750  

        
750  

OX 330 ECO v2 25.53 24.65 23.98 23.11 22.20 4.79   GA26+ 
        
750  

        
750  

OX 500 ECO v1 38.72 37.37 36.36 35.05 33.67 7.09   GA37+ 
     
1,000  

     
1,000  

OX 500 ECO v2 45.94 44.34 43.14 41.59 39.95 8.56   GA45+   1,000  
     
1,000  

OX 600 ECO 56.51 54.55 53.07 51.15 49.14 10.59       GA55+    2,000    1,500  

OX 800 ECO 78.49 75.76 73.71 71.05 68.25 14.72   GA75+ 
     
2,000  

     
2,000  

OX 1000 ECO 93.14 89.90 87.47 84.31 80.99 17.52   GA90+           



                                

               
INTERNATIONAL   

 
 

                 ESCO International Ltd, Unit 8 Cae Ffwt Business Park, Glan Conwy,  Conwy,  LL28 5SP, UK   

Tel: +44 (0)1492 584140 Fax/Tel: 44 (0)1492 580059  email : info@escouk.com 

         

 

3,000  2,000  

OX 600 ECO*2 114.07 110.10 107.13 103.26 99.19 21.36   GA110+ 
     
1,000  

     
1,000  

OX 800 ECO*2 v1 136.05 131.31 127.76 123.15 118.30 25.44   GA132+ 
     
1,500  

     
1,500  

OX 800 ECO*2 v2 160.11 154.55 150.37 144.94 139.23 30.30   GA160 
     
1,500  

     
1,500  

OX 600 ECO*3 191.51 184.85 179.85 173.36 166.53 36.18   GA200 
     
1,000  

     
1,000  

OX 800 ECO*3 232.32 224.24 218.18 210.30 202.02 43.80   GA250 
     
1,500  

     
1,500  

OX 800 ECO*4 296.16 285.86 278.13 268.09 257.53 55.68   GA315 
     
1,500  

     
1,500  

        Design  Range       (litre) (litre) 

                   

Controllers               

Units delivered with Standard Control as standard         

Display control:     

Panel Control I : 4" Touch Screen             

Panel Control II : 6" Touch Screen             

                          

Notes:                   

*1 -Stated flow in Nm³/hour are for operation with reference to 0°C, 1013 mbar.  Inlet pressure 7 barG. Flow variance ±5% 

*2 - Stated air consumptions in FAD m³/min are for operation with reference to 20°C, 1 bara, -acc. To ISO1217c.    

*3 - Purity variance ±1%                   

FAD: Free Air Delivery                   
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FOR LARGER PSA PLANTS PLEASE CONTACT ESCO INTERNATIONAL. 

 


